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Escalator Test & Inspection Report
ASME A17.1 - Sections 8.10.4 and 8.11.4 
Iowa Workforce Development - Division of Labor
1000 East Grand Avenue - Des Moines, Iowa 50319-0209
Phone: 515-281-5415 
Fax: 515-242-5076
309-6705 (06-10)
Complete all items at time of acceptance, alteration or 5-year tests. Complete asterisk (*) items for annual inspection.  Write "N/A" if not applicable.
Forms will be returned if not completed.
m/s
lbs.
kg
Normal Direction of travel:
1. ASME A17.1 Section 8, Step/Skirt Performance index: The escalator skirt shall not be cleaned, lubricated or otherwise 
1. modified in preparation for testing. The escalator instantaneous step/skirt index measurements [6.1.3.3.7(a)] shall be recorded at 
1. intervals no larger than 150 mm (6 in.) from each side of two distinct steps along the inclined portion of the escalator, where the 
1. steps are fully extended. Test steps shall be separated by a minimum of 8 steps.   
 
Skirt Deflectors:
2. ASME A17.1 Section 8, Clearance Between Step and Skirt (Loaded Gap). Loaded  gap measurements shall be taken at 
2. intervals not exceeding 300 mm (12 in,) in transition region (6.1.3.6.5) and before the steps are fully extended. These
2. measurements shall be made independently on each side of the escalator.  
(Submit copies of STEP SKIRT INDEX Results to Division of Labor)
Each item is referenced is ASME A17.2 - 2004 guide for inspection
Top Comb-step Impact Device
Bottom Comb-step Impact Device
**PASS = meets requirements; FAIL = comment on back of this Checklist; NA = not applicable**
PASS
FAIL
NA
General fire protection
Geometry
Handrails
Entrance and egress ends
Lighting
NA
FAIL
PASS
Caution signs
Deck barricades and antislide
Steps and upthrust device
Operating and safety devices
Skirt obstruction device
(Not used)
Equal Opportunity Employer/Program
Auxiliary aids and services are available upon request to individuals with disabilities.
 For deaf and hard of hearing, use Relay 711.
The Above Tests Were Performed In Compliance With ASME A17.1 section 8
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Stop Switch
Controller and wiring
Drive machine and brake
Speed governor
Broken drive chain and disconnected 
motor safety switch
Reversal stop switch
Broken step chain device
Missing step device
Step level device
Steps, step chains, and trusses
Handrail systems and safety devices
(speed-stall device)
Code data plate
Response to smoke detectors
Step lateral displacement device
Each item is referenced is ASME A17.2 - 2004 guide for inspection
3. ASME A17.1 section 8 metal tag with the test date, the requirement number requiring the test, and the name of the person or 
3. firm performing the test shall be installed in each machine room.
Egress restriction (rolling shutter) device
Speed
Balustrades
Ceiling intersection guards
Step/skirt clearance, panels and 
Performance index
Outdoor protection
Machinery, space access, lighting, 
receptacle, and condition
Steps and upthrust device
NA
FAIL
PASS
NA
FAIL
PASS
**PASS = meets requirements; FAIL = comment on back of this Checklist; NA = not applicable**
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